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Description
Field of The Invention
[0001] This invention describes a new instrument by which potentially hazardous individual airborne fibres, such as
those of asbestos, may be detected in real-time within an ambient environment. The instrument uses a rapid analysis
of the spatial laser scattering profile (i.e: the complex manner in which individual particles scatter laser light) recorded
from individual airborne particles, as a means of classifying the particles in terms of their morphological characteristics.
The instrument incorporates a dedicated detector array chip to record the spatial scattering profiles from individual
particles at high throughput rates and dedicated electronic processing routines to establish the possible presence of
hazardous fibres.
Background to the Invention
[0002] The in situ detection of potentially hazardous respirable fibres has become a growing concern within indus-
trialised countries as the health risks associated with these fibres have become more fully understood. The most com-
monly encountered hazardous fibres are of asbestos materials that, despite a wide-spread ban on their use for many
years, are still present in vast quantities in public and commercial buildings and plants throughout the world. The most
abundant asbestos mineral, Chrysotile (or white) asbestos, is present in over 95% of these installations. The second
most commonly found variety is Crocidolite (or blue) asbestos, with Amosite (or brown) asbestos being a third but
much rarer form. Crocidolite and Amosite belong to the amphibole class and are characterised by the fine, straight,
needlelike fibres produced when the material is fragmented. Chrysotile asbestos belongs to the serpentine class of
minerals and is characterised by a natural curvature in the fibres it produces. All three materials produce fibres that
are capable of penetrating deep into the lung and that, because of their shape, become entrapped there. Crocidolite
and Amosite fibres are known to be far more carcinogenic than those of Chrysotile asbestos, and although the exact
reasons for this are still not confirmed, the half-life of the fibres in the lung (a function of the body's ability to chemically
dissolve the fibres) is believed to play a major role since this may be measured in decades for amphibole fibres com-
pared with months for Chrysotile fibres.
[0003] Airborne asbestos fibre is a significant health hazard. Peto et al (Peto, J., Hodgson, J.T., Matthews, F.E. and
Jones, J.R. The Lancet. 345, March 4, 535-539, 1995), for example, highlight the continuing increase in mesothelioma
mortality in Britain as a result of respirable asbestos fibres generated during clearance operations or routine building
maintenance work. The unambiguous confirmation of the presence of airborne asbestos fibres within an occupational
environment can normally only be achieved by the use of filter cassette sampling of airborne particles followed by
electron microscopy and, to determine chemical identity, a technique such as energy dispersive X-ray analysis. These
processes are laborious and expensive to perform, and perhaps most importantly, provide results only many hours
after the sample acquisition and possible personnel exposure has occurred. Several attempts have therefore been
made to develop methods by which real-time or in-situ detection of airborne asbestos may be achieved. Rood et al
[AP Rood, E J Walker and D Moore, "Construction of a portable fibre monitor measuring the differential light scattering
from aligned fibres", in Proceedings of the International Symposium: Clean Air at Work, R H Brown, M Curtis, K J
Saunders, and S Vandrendreissche, eds (Royal Society of Chemistry, London, 1992), pp 265-267] for example, have
described a low cost portable fibre monitor developed at the UK Health & Safety Executive laboratories. This device
is based on the differential light scattering produced by fibrous particles which are deposited electrostatically in uniform
alignment onto a glass substrate. The device is capable of detecting fibrous particles but is not designed to detect
individual particles, relying on the summation of scattering signals from a substantial number of deposited fibres in
order to achieve a detectable signal. Rood states that the UK clearance limit for asbestos in buildings of 10 fibres per
litre of air can be detected after about 300 minutes sampling time. This does not therefore constitute a real-time detection
technique.
[0004] Another example is the comparatively widely used FAM-7400 Fibrous Aerosol Monitor (Mie Inc., Bedford,
Massachusetts) developed originally by Lilienfeld et al. (Lilienfeld, P., Elterman, P., and Baron P. A. Ind. Hyg. Assoc.
J. 40, 4, 270-282, 1979). This instrument draws air containing the airborne particles into a laser scattering chamber
where the particles are carried along a horizontal glass tube coaxial with an illuminating laser beam. The particles
remain in the beam for a comparatively long period, approximately 0.1 seconds, and many particles may be illuminated
simultaneously. Around the glass tube is a quadruple electrode arrangement. By applying a time varying signal to the
electrodes, the electric field within the tube causes electrically conducting fibres present in the air-flow to oscillate. The
consequent cyclic variation in light scattered by the fibres to a single light detector at the side of the chamber is used
to assess fibre concentration in the air. The FAM-7400 has several limitations (described in, for example 'Aerosol
Measurement' by Willeke K. and Baron P.A., Van Nostrand Reinhold, 1993, pp 403-408): its sample volume flow rate
through the laser beam is very low, resulting in comparatively long response times at low fibre concentrations (typically
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requiring 10 minutes to count 10 fibres at a concentration of 0.1 fibres/ml); it may classify as fibres non-fibrous particles
which happen to oscillate in the applied electric field; since more than one fibre may be present in the beam at a given
time, it can only estimate the number of fibres by the magnitude of the oscillation signal, and this requires some as-
sumptions about the sizes of the fibres present; and it has reduced sensitivity for fibres which exhibit a natural curved
morphology, such as the most common asbestos form, Chrysotile.
Spatial Laser Scattering Profiles
[0005] In theory, the detailed spatial intensity distribution of light scattered by individual particles (the scattering
profile) contains information relating to inter alia the particle's size, its shape, and its orientation with respect to the
incident illumination. The invention reported here is aimed at exploiting this fact with a view to discriminating, in real-
time, individual respirable hazardous fibres, such as asbestos, from other particles within an ambient environment.
[0006] Most optical scattering instruments used for particle counting and/or sizing, rely on collecting the scattered
light with a single discrete detector. Such instruments cannot provide information on particle shape, and indeed normally
assume that all measured particles are spherical when ascribing a size value to them. When a small number of discrete
detectors are used, each collecting light over a different solid angle within the sphere of scattering around the particle,
some shape as well as size information is obtainable. This principle is embodied in a number of patented instruments
which may be considered as prior art: ( 'Portable Particle Analysers'. Ludlow, I. K. and Kaye P H.European Patent EP
0 316 172, July 1992; 'Portable Particle Analysers Having Plural Detectors'. Kaye P H and Ludlow I KUnited States
Patent No: 5,043,591 Aug. 1991; 'Particle Asymmetry Analyser having Sphericity Detectors'. Kaye, P. H. and Ludlow,
I.K. United States Patent No: 5,089,714. Feb. 1992; 'Particle Asymmetry Analyser'. Ludlow, I. K. and Kaye, P. H. Eu-
ropean Patent EP 0 316 171, Sept. 1992; 'Analysis of Particle Characteristics'. Kaye, P. H., and Hirst, E. UK Patent
GB 2278679B).
[0007] However, in order to extract more subtle information relating to particle morphology which may aid particle
discrimination, the spatial intensity distribution of light scattered by the particle must be determined in more detail. If a
particle is illuminated by a collimated light beam such as that from a laser, it will scatter light in all directions. Figure 1
shows examples of forward scattering (i.e: below 35° to the incident beam direction) recorded from various types of
particle. These images were recorded using a laser scattering instrument fitted with a high-speed intensified charge-
coupled-device (CCD) camera to record the light scatter data. In the instrument, the airborne particles are carried
through an illuminating beam in single file by a laminar flow delivery system. The particles were illuminated by a 5-mW,
670nm diode laser. This delivery system imposes aerodynamic forces upon the particles which cause fibrous or elon-
gated particles to align preferentially with their long axis parallel to the flow, ie: orthogonally to the laser beam. The
camera captures the distribution of light scattered by the particle throughout the angular range 5° to 35° to the illumi-
nating beam direction.
[0008] The scattering profile examples given in Figure 1 are recorded from typical background outdoor air (which
contains a wide variation of particle types including droplets, irregular cubic particles, and occasional fibrous particles);
from Crocidolite (or blue) asbestos; and from Chrysotile (or white) asbestos. Because elongated particles tend to align
with the airflow (which for the examples shown was vertical), the fibres thus tend to traverse the laser beam vertically
with the consequence that the scattering is predominantly in the horizontal plane, as illustrated in the Crocidolite and
Chrysotile examples of figure 1. The data show in figure 1 illustrate the way in which scattering profiles, since they
relate closely to the morphology or shape of the particles which produced them, may be used to discriminate between
particle species, such as varieties of asbestos fibre, which exhibit very characteristic morphological features.
[0009] Typical scattering profiles from background particles, shown in the top row of figure 1, produce very variable
profiles with few interpretable features since the particles which produced them are generally of irregular compact form.
In contrast, the profiles produced. by Crocidolite fibres, shown in the middle row, exhibit clearly discernible features:
the profiles are generally of the form of a horizontal bar of scattering passing through the centre of the profile. The near
horizontal form is as a result of the substantially vertical orientation of the fibre in the laser beam. The scattering is
very localized as a result of the characteristic needle-like shape of the Crocidolite fibres, with virtually all the scattered
light lying within a substantially horizontal bar. The total amount of scattered light may be related to a first order to the
size (volume) of the scattering fibre, and the thickness of the scattering bar to the length-to-thickness aspect ratio of
the fibre (higher aspect ratio fibres produce thinner scattering bars). It is therefore possible from each profile to estimate
both the size and shape of the fibre which produced it, and this information is of great importance in the monitoring of
hazardous respirable fibres such as asbestos since these parameters are known to significantly influence the degree
of threat posed by the fibres upon inhalation.
[0010] Additionally, the bottom row of Figure 1 illustrates the scattering from Chrysotile asbestos fibres which, being
normally curved, cause the scattering profiles to assume a characteristic 'bow-tie' appearance. Here the scattering is
still predominantly horizontal but the differing inclinations of incremental sections of fibre length to the incident illumi-
nation cause the fine divergent structure shown. The examples given in Figure 1 illustrate the differences in the forms
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of the scattering profiles which exist for different particle morphologies, and indicate that this type of scattering profile
offers the prospect of (i) discriminating asbestos-like fibres from background airborne particulates, (ii) the possible
discrimination between serpentine (curved) and amphibole (straight) asbestos fibres, the latter being of higher carci-
nogenicity, and (iii) an estimate of the fibre size and shape and therefore potential threat posed by inhalation.
Summary of the Invention
[0011] According to a first aspect of the present invention there is provided a fibre detector assembly comprising:-
(i) a scattering chamber body;
(ii) means for illuminating the particle stream within the chamber body;
(iii) an optical detector adapted to intercept and collect a portion of the light scattered by each particle passing
through the illuminating beam;
(iv) data processing means adapted to capture and process the signals from the optical detector for each particle
traversing the illuminating beam, wherein the optical detector comprises a photodiode array consisting of a central
opaque area surrounded by two or more annular rings of detector elements and at least one of said rings consists
of a plurality of detector elements each element being a segment of the ring to enable discrimination of each
particle's shape on the basis of the light scattering, characterised in that the detector assembly further comprises
means for drawing airborne particles through said body chamber, said means being adapted such that the particles
tend to travel in single file with the longitudinal axis of particles with elongate shape substantially aligned with the
direction of the air flow; and the photodiode array has a central opaque area surrounded by the annular rings and
wherein at least two annular rings are segmented and the radial interfaces between detector elements or segments
in adjacent annular rings are out of phase.
[0012] This arrangement provides for the real-time measurement of hazardous particles in a working environment.
The special detector array makes this possible for the first time.
[0013] Preferably the detector array comprises three concentric annular rings of detector elements. The concentric
array arrangement means facilitates the gathering of scattering data In an easily manageable form.
[0014] In a further preferred embodiment the first or innermost annular ring comprises a single detector and the
second and subsequent annular rings each consist of a plurality of detector elements..
[0015] Since the radial interfaces between detector elements or segments in adjacent annular rings are out of phase
this minimizes the possibility of fine fibre scattering from elongated fibres lying entirely along the 'dead-zones' between
adjacent detector elements in both the A and B segmented rings, and the commensurate possibility that fibre detection
could be compromised.
[0016] In a particularly preferred embodiment the optical detector comprises three annular rings and the two outer-
most rings are divided into 16 segments or elements.
[0017] Preferably the annular rings of detector elements in the optical detector are substantially circular. A circular
arrangement with radial segments is an efficient arrangement for detecting and gathering scattered light.
[0018] Preferably the data processing means incorporates a pattern classifier, which preferably comprises a neural
network.
[0019] Preferably the neural network is a radial basis function neural network.
[0020] According to a second aspect of the invention there is provided an optical detector suitable for use in a fibre
detector assembly of the type in question comprising a photodiode array consisting of a central opaque area surrounded
by two or more annular rings of detector elements.
[0021] Preferably the first or innermost annular ring comprises a single detector and the second and subsequent
annular rings each consist of a plurality of detector elements.
[0022] In a preferred embodiment the radial interfaces between detector elements or segments in adjacent annular
rings are out of phase.
[0023] In a particularly preferred embodiment the optical detector comprises 3 annular rings and the two outermost
rings are divided into 16 segments or elements.
[0024] Preferably the annular rings of detector elements are substantially circular.
[0025] For the avoidance of doubt this invention includes the optical detector as an entity in its own right for installation
into existing fibre detectors. The invention also includes a complete fibre detector and a method of detecting hazardous
fibres using said detectors.
Description of the Drawings
[0026] The invention will be further described, by way of example only, with reference to the accompanying drawings
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in which:-
Figure 1 illustrates typical scattering profiles recorded from individual particles or fibres;
Figure 2 illustrates a fibre detector system according to the present invention;
Figure 3 illustrates a 33 element detector array chip;
Figure 4 illustrates typical responses of a fibre detector assembly according to the present invention to different
particle types;
Figure 5 shows a schematic illustration of the basic elements of an RBF neural network;
Figure 6 shows a graphical representation of the simulated performance of the detector configuration shown in
Fig 3 and the RBF neural network in terms of classifying particles from known aerosols;
Figure 7 shows a schematic diagram of the acquisition and digitisation process for light-scattering signals derived
from the detector array chip shown in Figure 3.
Description of the Preferred Embodiments
[0027] The invention will now be described by way of example only. These examples represent the best ways know
to the applicant of putting the invention into practice but they are not the only ways this can be achieved.
[0028] According to a first aspect the invention comprises a fibre detector assembly comprising a scattering chamber
body, a means of drawing ambient airborne particles through this body in a constrained manner such that the particles
travel in essentially single-file and are subject to aerodynamic or other forces which are able to preferentially orientate
with the flow those particles which exhibit elongated morphology or shape, a means (usually a laser) of illuminating
this particle flow orthogonally in such a way that in normal circumstances particles pass through the illuminating beam
singly, a means of intercepting and collecting the distribution of light scattered by each particle and directing this onto
an optical detector without loss of information relating to the spatial distribution of the intensity of light scattered by the
particle, a means within the optical detector of measuring the broad pattern features contained within the scattered
light distribution, and a means of electronically processing this information in such a way as to characterise and classify
the particle morphology which produced it, with particular emphasis on the detection and characterisation of hazardous
respirable fibres such as those of asbestos.
[0029] A preferred embodiment of the invention is shown in Figure 2. Airborne particles are drawn in through a
scattering chamber by a pump 2. Particles are prevented from contaminating the pump by a filter 3. The sample airflow
is ensheathed by clean filtered air 4 with the consequence that the sample airflow is narrowed to the point where the
airborne particles are constrained to move essentially in single file. The sample airflow crosses the beam from a light
source 5, the preferred embodiment being a diode laser although other light sources can be used. Optics 6 collimate
and appropriately shape the beam to an ellipsoidal shape of approximately 2mm width and 0. Imm depth at the inter-
section with the particle flow. The intersection of the airflow and the laser beam defines the scattering volume. Individual
particles in the sample air traverse the laser beam and produce pulses of scattered light. This light is incident upon a
lens system 7 which images light scattered by the particle between angles of approximately 4° and 30° to the primary
beam axis onto a custom detector chip 8 which records the scattered light distribution for each particle traversing the
laser beam.
[0030] The new fibre characterisation instrument incorporates the selected detector geometry as a custom photodi-
ode array chip. The chip has a diameter of 11mm and is mounted into a commercial pin grid-array package with no
covering window. The laser output is linearly polarised in the plane of the diagram. The beam cross section at the
intersection with the sample airflow is of ellipsoidal shape, approximately 2mm in width and 0.1mm in depth, leading
to a particle transit time through the beam of ,5 µs. Sample airflow through the device is set to be 1 l/min. Because
particle trajectories through the beam could take place anywhere within the horizontal cross-sectional area of the
sample air column (approximately 1 mm in diameter), the scattered light capture optics are designed to ensure that
such particle trajectory variations do not cause significant translation of the scattering profile image on the detector
array. The centre detector ring C receives light scattered between 4° and 10° to the primary beam axis; the second
and third rings, B and A, receive light scattered between 10° and 18° and 18° and 28°, respectively.
[0031] The operation of the signal acquisition, digitisation and buffering electronics is shown schematically in Fig 7.
When a particle enters the laser beam the signal received from the central annular ring C begins to rise. This rise is
selected by a particle trigger detection circuit that initiates data acquisition from the other 32 detector elements. This
acquisition is achieved by two dedicated application-specific integrated circuit chips, labelled HX2 in Fig. 7. These
chips are manufactured by Rutherford Appleton Laboratories, Didcot, UK. Each HX2 chip contains 16 parallel integra-
tors that integrate the signals from the individual detector elements for the duration of the particle transit through the
beam. The chips then hold these analogue signal values and serially multiplex them out to analogue-to-digital convert-
ers. FIFO (first in first out) buffers subsequently store the digital data, 33 values per particle, before transferring them
at an optimal rate to the neural network data processing system (based on dual Motorola 68040 processors) for particle
EP 0 925 493 B1
5
10
15
20
25
30
35
40
45
50
55
6
classification.
[0032] In order to make use of the particle morphology information contained within the scattering distributions of
the type shown in Figure 1, an instrument must satisfy the conflicting requirements of (a) determining the profiles with
sufficient resolution to allow recognition of the characteristic pattern features, and (b) not producing such highly detailed
information that the rapid analysis of individual particles and hence the instrument's application in a real-time monitoring
scenario is precluded because of excessive data processing requirements. The latter consideration may be quantified
by the following example: The statutory UK limit for asbestos fibres escaping the containment area during clearance
operations is 10 fibres per litre of air. In order to detect these fibres in 'real-time', taken here to be typically 1 minute,
the instrument must examine all the particles within 1 litre of air within a period of 1 minute. In a typical clearance
operation there may be 100,000 respirable dust and other particles per litre of air, and the instrument must therefore
be capable of analysing in excess of 1500 particles per second, or one particle in a fraction of a millisecond. In reality,
because particle transits through the instrument occur randomly, the true processing time required to avoid a particle
being 'missed' during processing data from the previous particle is less than 0.1 milliseconds. The instrument should
also have the attributes of delivering the particles singly through the illuminating beam, and of inducing preferential
alignment of elongated particles so as to aid interpretation of the scattering data. The current invention is capable of
achieving these performance criteria.
[0033] A preferred embodiment of the detector being a second aspect of the invention is shown in Figure 3. The
detector would be typically a photodiode array manufactured upon a single silicon wafer for reasons of compactness,
robustness, dimensional accuracy, and the ability to define light-sensitive areas of any desired shape with minimal
'dead-zones' between adjacent detector elements. The detector comprises a central circular area 10 surrounded by
three annular rings, 11, 12, and 13. The central circular area 10 is opaque to incident light so as to act as a beam-stop
for the illuminating beam of light. The first annular ring 11 is continuous and as such will receive scattered light no
matter what the orientation of the particle in the beam (the output from this detector ring is used for particle size de-
termination). The second ring 12 is divided into 16 segments, each giving an output signal proportional to the light
falling on that segment 3. The third ring 13 is similarly divided into 16 segments, but the interfaces between adjacent
segments are out of phase with those of the second ring 12. This phase difference eliminates the possibility of the fine
scattering from an elongated fibre being undetected in the event that it falls along the 'dead-zone' between detector
segments. In the event that the scattering falls along the 'dead-zone' of the second ring, it would invariably fall within
the active area of a segment within the third ring. The second and third rings provide the spatial analysis of the scattered
light distribution falling on the detector.
[0034] The detector shown in figure 3 consists of three substantially circular annular rings segmented as required
in a radial fashion. But this is not the only arrangement which is possible. Concentric ellipses, squares or rectangles
are equally possible. Furthermore, one or more additional rings of detector elements can be added if required. It is,
however, preferred that the radial interfaces between the detector elements or segments in adjacent rings are off-set
or out of phase with each other for the reasons stated.
[0035] For each particle passing through the illuminating beam therefore, the detector produces 33 output values.
Analysis of these values yields the required characterisation of the particle and the identification and classification of
fibrous particles. Figure 4 illustrates the typical output values of the detector for four types of particle: (i) a high-aspect
ratio Crocidolite fibre with a consequently thin scattering bar; (ii) a low-aspect ratio Crocidolite fibre with a thicker
scattering bar; (iii) a Chrysotile fibre giving a characteristic 'bow-tie' form to the scattering; and (iv) a background air
particle. With the high-aspect ratio Crocidolite fibre scattering, the second and third detector rings, 12 and 13, each
exhibit two distinct narrow peaks 14 in accordance with the narrow scattering distribution, as shown in Figure 4, whilst
the first ring 11 yields a single value proportional to the fibre size. With the low-aspect ratio Crocidolite fibre scattering,
the second detector ring 12 exhibits two peaks 15 of greater width than for the high-aspect ratio case, whilst the third
ring 13 similarly produces two peaks though these are narrower than those in the second ring 12 in accordance with
the number of segments within each ring which are illuminated by the scattered light. Again, the first ring 11 yields a
single value proportional to the fibre size. The Chrysotile fibre produces a result which can be distinguished from that
of the low aspect-ratio Crocidolite fibre by virtue of the fact that the widths of the two peaks 16 in the second ring 12
are equal to the widths of the two peaks 17 in the third ring 13 rather than being greater as in the former case. The
background particle results in no discernible peaks in either the second or third detector rings. The detector outputs
therefore contain information which can be used to discriminate fibrous particles from non-fibrous particles, to discrim-
inate straight from curved fibres, to assess fibre aspect ratio, and to assess overall fibre size.
[0036] The data from the detector must be processed rapidly to yield particle classification as discussed earlier in
order to satisfy the requirement for real-time instrument operation. This processing is carried out by electronic means
using one of a number of established mathematical classification methods including Normal Distribution Method, Linear
Discriminant Method, or K-Nearest Neighbours Method (all described in, for example, 'Pattern Classification and Scene
Analysis' by Duda R,O. and Hart P.E., Wiley Interscience 1973), or by using an artificial neural network pattern recog-
nition method (described in, for example, 'Neural Networks for Pattern Recognition' by Bishop C.M., Oxford Univ. Press
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1995).
[0037] The Radial Basis Function or RBF network is arguably one of the simplest forms of an artificial neural network.
It is based on the use of training data, in our case these being example sets of 100 scattering patterns from each of
the particle classes that we wish to discriminate. The training data result in defined regions of mathematical hyperspace
corresponding to the chosen classes. When new data (expressed as an input vector) derived from an unknown particle
are input to the network, the network evaluates the distance between this input vector and its predefined class data
regions and indicates to which class the unknown particle corresponds most closely.
[0038] The RBF network has an architecture consisting of only one hidden layer, as illustrated in Fig. 5. In the present
case, the inputs, labelled χ1 to χn represent the values of the light-scattering data from either the A or B detector ring;
these are processed independently through the network so as to allow a voting on the classification outcome. Only if
both processes resulted in the same as classification for a particle (judged as that having the highest linear summation
output value) is the particle ascribed to that class (shown as class 1, class 2, etc., in Fig 5). If there was a discrepancy
in classification results from the two detector rings, the particle is classified into the lower of the two classes.
[0039] The hidden nodes ω1 to ωn are RBF's that take the form
where ωi (•) is a non-linear function of the distance between the input vector χ (based on the detector ring values for
the unknown particle) and the ith centre vector χi marking the hyperspace region corresponding to each prescribed
class of particle). The network output vector class is simply the linear summation of the weighted basis functions
the weights for each class ω11, ω21,....to ωkn having been established by the training data. In this case, the RBF's were
chosen to be Gaussian, a commonly used approach and one that gave good classification results. The functions were
of the form
where d is a constant bandwidth parameter.
[0040] Figure 6 summarises the simulated classification performance of the preferred detector geometry and the
RBF analysis method. Some 10,000 examples of scattering profiles recorded from known aerosols of each of the three
chosen particle types (Chrysotile, Crocidolite, and background) were processed and classified into their respective
classes. Ideally, 100% of each input test data type should be classified into its correct particle class. In practice, over
99% of background particles were classified correctly as background, with 0.1% being misclassified as Chrysotile
particles and 0.6% misclassified as Crocidolite. These misclassification figures are as result of nonasbestos fibres
within the background sample producing scattering profiles sufficiently similar to the extremes of the Chrysotile or
Crocidolite classes that they were classified as such. They therefore represent a threshold level against which actual
fibre concentration measurements must be compared. Similarly, over 80% of Crocidolite and 70% of Chrysotile particles
were classified correctly. The misclassification of the remainder of these particles into the background class is inevitable
when this laser scattering technique is used because some Crocidolite or chrysolite particles are aerosolised as irreg-
ular clumps of fibre aggregates that do not produce characteristic fibre scattering. The consequence will be the under-
estimation of the true asbestos fibre concentration by some small margin, although this parallels the decision processes
that occur during the standard phase contrast light microscope filter sample counting technique.
[0041] To assess the performance of the machine neural network against results achieved by manual classification,
experiments were carried out using aerosols containing mixed particle types. For each aerosol, data relating to 3000
particles were classified, first by visual inspection by a trained volunteer and second by use of the RBF neural network
ωi(iχ-χii), (1)
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classifier. The data were of the form similar to that shown in Fig. 4. Because these mixed aerosols contained Crocidolite,
Chrysotile, and background particles and it was known that some overlap in the scattering characteristics of these
materials was inevitable (as illustrated in Fig. 6), the classifications used were high-risk fibres (those that displayed
predominantly Crocidolite-like scattering features), medium-risk fibres (those that displayed predominantly Chrysotile-
like scattering features), and other particles. Table 1 summarises the results for one such mixed aerosol, illustrating
the close similarity in classification performance between machine and manual classifications:- the significant difference
being that the manual classification required several hours (similar to that required for phase contrast light microscope
fibre counting on filters), whereas the machine classification required only seconds.
A further preferred method of analysis using a Linear Discriminant technique is as follows: For each desired class of
particle (e.g.: high-aspect ratio fibres, low-aspect ratio fibres, curved fibres, background particles, etc.), fifty examples
of typical scattering data as shown in Figure 4 are manually selected to become the 'templates' for the desired classes.
The data from the second ring 12 is processed independently from that of the third ring 13 so as to improve classification
performance, as described below. For each particle data, the Fourier Transform (FT) of the sixteen data outputs of the
second detector ring 12 is computed. This Fourier Transform removes pattern rotational dependencies in the profile
information which could otherwise make classification more difficult. The FT data for each particle in the set of fifty
particles of a given class is then used to establish in hyperspace the distribution of points describing that class (see
Duda and Hart for detailed explanation). This is repeated for each desired class of particle.
[0042] When data is obtained from an unknown particle, the FT is computed for the second detector ring 12 outputs
and a Linear Discriminant function is then computed to assess the probability of that particle belonging to any of the
classes for which 'templates' exist. The particle is ascribed the class which it most closely fits. A similar process is
performed with the output data arising from the third detector ring 13 and a matching class is determined using that
data also. Only if the same class is indicated by the data from the second detector ring 12 and the third detector ring
13 is the particle finally ascribed to that class. If the data from the two rings yields different classes, the particle is
classified as a 'background air' particle. This voting method enhances the accuracy of the particle classification and
reduces the possibility of falsely classifying innocuous background air particles as a hazardous respirable fibres.
[0043] Finally, the particle classification data is collated with that of all other particles sampled within that time period,
typically 5 seconds, and the cumulative result displayed to the user as a particle class concentration histogram. The
histogram is thus updated at 5 second intervals to provide a real-time indication of the presence or otherwise of haz-
ardous respirable fibres.
[0044] The format of the optical detector and the method of handling data from the array of sensors within the detector
are key features of this invention. They provide, for the first time, a detector array and thus a fibre detector capable of
detecting hazardous fibres in the workplace in a useful timescale that will alert operatives to the presence of a hazard
as it arises.
[0045] For the avoidance of doubt, this application is intended to encompass an optical detector as described above
as a discrete entity, as well as a compete detector assembly containing a detector of the type in question. Such an
optical detector could be substituted in a detector assembly of the prior art type to increase its performance. Such a
detector may also have other application in areas where there is a need to characterise particle species in terms of
size and/or morphological parameters. These include environmental monitoring of stack emissions, vehicle exhausts,
various airborne biological particles such as pollen, fungal spores, or bacteria (in the indoor as well as outdoor envi-
ronments); the characterisation of powder products such as ceramic powders, paint pigments, or powdered foodstuffs.
Other areas may include liquid-borne particle characterisation, including the analysis of: the presence of solid, liquid,
or air bubbles carried in suspension in hydraulic liquids (which can compromise the efficiency of the hydraulic system
and, in some cases may be a precursor of catastrophic system mechanical failure, as in helicopter gearboxes and
Table 1.
Summary of the Classification of Scattering Profile Data from a Mixed Aerosol Containing Crocidolite, Chrsotile,
and Background Particles
Manual Classification RBF Neural Network Classification
Particle Class (%) (%)
High-risk fibres 4.4 4.3
Medium-risk fibres 15.4 14.3
Other particles 80.2 81.4
"The classification was achieved both by visual inspection of graphical data (similar to those shown in Fig. 4)
and by RBF neural network analysis. High-risk fibres are those that display Crocidolite-like scattering profiles; me-
dium-risk fibres are those that display Chrysotile-like scattering.
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control systems); the presence of biological organisms in water, especially bacterial regrowth in the outputs of water
processing plants supporting domestic and industrial consumption; the presence of particulates in highly purified liquids,
such as those for use in medical intravenous applications or in industrial processing where particulates are to be
avoided (as in microelectronics or pharmaceutical manufacture); the presence of particles of rust or other solids and
droplets of water carried in fuel (such as petroleum based aviation fuel, petrol, diesel, etc.), which can cause engine
misfire or eventual failure. This list is not exhaustive but is indicative of the range of application areas where the invention
could be usefully employed for particle characterisation.
Claims
1. A detector assembly suitable for detecting fibres comprising:-
(i) a scattering chamber body;
(ii) means (5) for illuminating the particle stream within the chamber body;
(iii) an optical detector (8) adapted to intercept and collect a portion of the light scattered by each particle
passing through the illuminating beam;
(iv) data processing means adapted to capture and process the signals from the optical detector for each
particle traversing the illuminating beam, wherein the optical detector (8) comprises a photodiode array (8)
consisting of a central opaque area (10) surrounded by two or more annular rings (11, 12, 13) of detector
elements and at least one of said rings consists of a plurality of detector elements each element being a
segment of the ring to enable discrimination of each particle's shape on the basis of the light scattering, char-
acterised in that the detector assembly further comprises means (2,4) for drawing airborne particles through
said body chamber, said means being adapted such that the particles tend to travel in single file with the
longitudinal axis of particles with elongate shape substantially aligned with the direction of the air flow; and
the photodiode array has a central opaque area (10) surrounded by the annular rings and wherein at least
two annular rings (12,13) are segmented and the radial interfaces between detector elements or segments in
adjacent annular rings are out of phase.
2. A detector assembly as claimed in claim 1 wherein the detector array(8) comprises three concentric annular rings
(11, 12, 13) of detector elements.
3. A detector assembly as claimed in claim 1 or 2 wherein the first or innermost annular ring (11) comprises a single
detector and the second and subsequent annular rings (12,13) each consist of a plurality of detector elements.
4. A detector assembly as claimed in any preceding claim wherein the optical detector comprises three annular rings
(11, 12, 13) and the two outermost rings (12, 13) are divided into 16 segments or elements.
5. A detector assembly as claimed in any preceding claim wherein the annular rings (11, 12, 13) of detector elements
in the optical detector are substantially circular.
6. A detector assembly as claimed in any preceding claim wherein the data processing means incorporates a pattern
classifier.
7. A detector assembly as claimed in claim 6 wherein the pattern classifier comprises a neural network.
8. A detector assembly as claimed in claim 7 wherein the neural network is a radial basis function neural network.
9. An optical detector suitable for use in a detector assembly as claimed in any preceding claim comprising a pho-
todiode array (8) consisting of a central opaque area (10)surrounded by two or more annular rings (11, 12, 13) of
detector elements of which rings at least two (12, 13) consist of a plurality of detector elements each element being
a segment of the ring (12, 13) to enable discrimination of particle shape on the basis of the light scattering and
wherein the radial interfaces between detector elements or segments in adjacent annular rings (12, 13) are out of
phase.
10. An optical detector as claimed in claim 9 wherein the first or innermost annular ring (11) comprises a single detector
and the second and subsequent annular rings (12, 13) each consist of a plurality of detector elements.
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11. An optical detector as claimed in any of claims 9 and 10 wherein the optical detector comprises three annular rings
(11, 12, 13) and the two outermost rings (12, 13) are divided into 16 segments or elements.
12. An optical detector as claimed in any of claims 9 to 11 inclusive wherein the annular rings (11, 12, 13) of detector
elements are substantially circular.
Patentansprüche
1. Detektoraufbau, geeignet zum Detektieren von Fasern, umfassend:
(i) einen streuenden Kammerkörper;
(ii) eine Einrichtung (5) zum Beleuchten des Partikelstrahls innerhalb des Kammerkörpers;
(iii) einen optischen Detektor (8), der dafür ausgelegt ist, um einen Teil des von jedem Partikel, das durch den
beleuchtenden Strahl tritt, gestreuten Lichts abzufangen und zu sammeln;
(iv) eine Datenverarbeitungseinrichtung, die dafür ausgelegt ist, um die Signale von dem optischen Detektor
für jedes Partikel, das den beleuchtenden Strahl durchquert, einzufangen und zu verarbeiten, wobei der op-
tische Detektor (8) ein Fotodiodenfeld (8) umfasst, das aus einem zentralen lichtundurchlässigen Gebiet (10),
das von zwei oder mehreren ringförmigen Ringen (11, 12, 13) von Detektorelementen umgeben ist, besteht
und wenigstens einer der Ringe aus einer Vielzahl von Detektorelementen besteht, wobei jedes Element ein
Segment des Rings ist, um eine Unterscheidung der Form jedes Partikels auf Grundlage der Lichtstreuung
zu ermöglichen, dadurch gekennzeichnet, dass der Detektoraufbau ferner eine Einrichtung (2, 4) zum Zie-
hen von schwebenden Partikeln durch die Körperkammer umfasst, wobei die Einrichtung derart ausgelegt ist,
dass die Partikel eine Tendenz aufweisen sich in einer einzelnen Reihe mit der longitudinalen Achse der Par-
tikel mit länglicher Form im Wesentlichen zu der Richtung der Luftströmung ausgerichtet zu bewegen; und
das Fotodiodenfeld ein zentrales lichtundurchlässiges Gebiet (10) aufweist, das von den ringförmigen Ringen
umgeben ist, und wobei wenigstens zwei ringförmige Ringe (12, 13) segmentiert sind und die radialen Über-
gänge zwischen Detektorelementen oder Segmenten in aneinander angrenzenden ringförmigen Ringen pha-
senverschoben sind.
2. Detektoraufbau nach Anspruch 1, wobei der Detektoraufbau (8) drei konzentrische ringförmige Ringe (11, 12, 13)
von Detektorelementen umfasst.
3. Detektoraufbau nach Anspruch 1, wobei der erste oder innerste ringförmige Ring (11) einen einzelnen Detektor
umfasst und der zweite und nachfolgende ringförmige Ringe (12, 13) aus jeweils eine Vielzahl von Detektorele-
menten bestehen.
4. Detektoraufbau nach irgendeinem vorangehenden Anspruch, wobei der optische Detektor drei ringförmige Ringe
(11, 12, 13) umfasst und die zwei äußersten Ringe (12, 13) in 16 Segmente oder Elmente aufgeteilt sind.
5. Detektoraufbau nach irgendeinem vorangehenden Anspruch, wobei. die ringförmigen Ringe (11, 12, 13) von De-
tektorelementen in dem optischen Detektor im Wesentlichen kreisförmig sind.
6. Detektoraufbau nach irgendeinem vorangehenden Anspruch, wobei die Datenverarbeitungseinrichtung einen Mu-
sterklassifizierer umfasst.
7. Detektoraufbau nach irgendeinem vorangehenden Anspruch, wobei der Musterklassifizierer ein neuronales Netz
umfasst.
8. Detektoraufbau nach Anspruch 7, wobei das neuronale Netz ein radiales neuronales Basisfunktion-Netz ist.
9. Optischer Detektor, geeignet zur Verwendung in einem Detektoraufbau nach irgendeinem vorangehenden An-
spruch, umfassend ein Fotodiodenfeld (8), das aus einem zentralen lichtundurchlässigen Gebiet (10) besteht, das
von zwei oder mehreren ringförmigen Ringen (11, 12, 13) von Detektorelementen umgeben ist, von denen wenig-
stens zwei (12, 13) aus einer Vielzahl von Detektorelementen bestehen, wobei jedes Element ein Segment eines
Rings ist, um eine Unterscheidung der Partikelform auf Grundlage der Lichtstreuung zu ermöglichen und wobei
die radialen Übergänge zwischen Detektorelementen oder Segmenten in aneinander angrenzenden ringförmigen
Ringen (12, 13) phasenverschoben sind.
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10. Optischer Detektor nach Anspruch 9, wobei der erste oder innerste ringförmige Ring (11) einen einzelnen Detektor
und die zweiten und nachfolgenden ringförmigen Ringe (12, 13) jeweils aus einer Vielzahl von Detektorelementen
bestehen.
11. Optischer Detektor nach Anspruch 9 und 10, wobei der optische Detektor drei ringförmige Ringe (11, 12, 13)
umfasst und die zwei äußersten ringe (12, 13) in 16 Segmente oder Elemente aufgeteilt sind.
12. Optischer Detektor nach irgendeinem der Ansprüche 9 bi 11 inklusive, wobei die ringförmigen Ringe (11, 12, 13)
von Detektorelementen im Wesentlichen kreisförmig sind.
Revendications
1. Assemblage de détecteur convenant pour détecter des fibres, comprenant:
(i) un corps de chambre de diffusion;
(ii) un moyen (5) pour éclairer un train de particules à l'intérieur du corps de chambre;
(iii) un détecteur optique (8) qui est adapté pour intercepter et collecter une partie de la lumière diffusée par
chaque particule passant au travers du faisceau d'éclairage;
(iv) un moyen de traitement de données qui est adapté pour capturer et traiter les signaux en provenance du
détecteur optique pour chaque particule traversant le faisceau d'éclairage, où le détecteur optique (8) com-
prend un réseau de photodiodes (8) qui est constitué par une zone opaque centrale (10) qui est entourée par
deux bagues annulaires ou plus (11, 12, 13) d'éléments de détecteur et au moins l'une desdites bagues est
constituée par une pluralité d'éléments de détecteur, chaque élément étant un segment de la bague afin de
permettre une discrimination de chaque forme de particule sur la base de la diffusion de lumière, caractérisé
en ce que l'assemblage de détecteur comprend en outre un moyen (2, 4) pour tirer des particules en suspen-
sion dans l'air au travers de ladite chambre de corps, ledit moyen étant adapté de telle sorte que les particules
tendent à se déplacer selon une unique file, l'axe longitudinal de particules présentant une forme allongée
alignée sensiblement avec la direction de la circulation d'air; et le réseau de photodiodes comporte une zone
opaque centrale (10) qui est entourée par les bagues annulaires et dans lequel au moins deux bagues annu-
laires (12, 13) sont segmentées et les interfaces radiales entre des éléments de détecteur ou segments de
détecteur dans des bagues annulaires adjacentes sont déphasées.
2. Assemblage de détecteur selon la revendication 1, dans lequel le réseau de détecteurs (8) comprend trois bagues
annulaires concentriques (11, 12, 13) d'éléments de détecteur.
3. Assemblage de détecteur selon la revendication 1 ou 2, dans lequel la première bague annulaire ou bague annu-
laire la plus interne (11) comprend un unique détecteur et la seconde bague annulaire ainsi que les bagues an-
nulaires suivantes (12, 13) sont chacune constituées par une pluralité d'éléments de détecteur.
4. Assemblage de détecteur selon l'une quelconque des revendications précédentes, dans lequel le détecteur optique
comprend trois bagues annulaires (11, 12, 13) et les deux bagues les plus externes (12, 13) sont divisées selon
seize segments ou éléments.
5. Assemblage de détecteur selon l'une quelconque des revendications précédentes, dans lequel les bagues annu-
laires (11,12, 13) d'éléments de détecteur dans le détecteur optique sont sensiblement circulaires.
6. Assemblage de détecteur selon l'une quelconque des revendications précédentes, dans lequel le moyen de trai-
tement de données incorpore un classificateur de motifs.
7. Assemblage de détecteur selon la revendication 6, dans lequel le classificateur de motifs comprend un réseau
neuronal.
8. Assemblage de détecteur selon la revendication 7, dans lequel le réseau neuronal est un réseau neuronal à fonc-
tion de base radiale.
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9. Détecteur optique convenant pour une utilisation dans un assemblage de détecteur selon l'une quelconque des
revendications précédentes, comprenant un réseau de photodiodes (8) qui est constitué par une zone opaque
centrale (10) qui est entourée par deux bagues annulaires ou plus (11, 12, 13) d'éléments de détecteur, bagues
dont au moins deux (12, 13) sont constituées par une pluralité d'éléments de détecteur, chaque élément étant un
segment de la bague (12, 13) pour permettre une discrimination d'une forme de particule sur la base de la diffusion
de lumière et dans lequel les interfaces radiales entre des éléments de détecteur ou segments de détecteur dans
des bagues annulaires adjacentes (12, 13) sont déphasées.
10. Détecteur optique selon la revendication 9, dans lequel la première bague annulaire ou bague annulaire la plus
interne (11) comprend un unique détecteur et la seconde bague annulaire et les bagues annulaires suivantes (12,
13) sont chacune constituées par une pluralité d'éléments de détecteur.
11. Détecteur optique selon l'une quelconque des revendications 9 et 10, dans lequel le détecteur optique comprend
trois bagues annulaires (11, 12, 13) et les deux bagues les plus externes (12, 13) sont divisées selon seize seg-
ments ou éléments.
12. Détecteur optique selon l'une quelconque des revendications 9 à 11, dans lequel les bagues annulaires (11, 12,
13) d'éléments de détecteur sont sensiblement circulaires.
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